6/06 
Sharp-Cutoff Pentode 


9-PIN MINIATURE TYPE 
FRAME-GRID CONSTRUCTION 
For Use as High-Gain Intermediate-Frequency-Amplifier 
Tube in Television Receivers. Мо External Shield Re- 
quired. Cutoff Characteristic Approaching Semiremote. 


GENERAL DATA 


Electrical: 


Heater Characteristics and Ratings: 
Voltage (AC or DC). o ......... 6.3 + 0.6 volts 
Current at heater volts = 6.3 . . . . . 0.300 атр 
Peak heater-cathode voltage: 
Heater negative with 


respect to cathode. . . . . . . . . 200 max. volts 
Heater positive with 
respect to cathode. . ....... 20084 max. | volts 
Direct Interelectrode Capacitances:? 
Grid No.1 to plate. . ......... 0.019 max. pf 


Grid No.1 to cathode, grid No.3 4 
internal shield, grid No.2, 
and heater. . .......... id 8.2 pf 


internal shield, grid No.2, 


and heater. s ......... 0. . 23.0 pf 

Characteristics, Class A, Amplifier: 
Plate Supply Voltage. . . . . . . . . . 125 volts 
Grid-No.3 Voltage . .......... 0 volts 
Grid-No.2 Supply Voltage. . . . . . . . 125 volts 
Grid-No.1 Supply Voltage. . . . . . . . 0 volts 
Cathode Resistor. E D 56 ohms 
Plate Resistance (Approx.). . . . . . . 160000 ohms 
Transconductance. ........... 14000 mhos 
Plate Current ...... ИЕ 15 та 
Grid-No.2 Current . .......... 4 ma 
Grid-No.1 Voltage (Approx.) for 

transconductance (штћоз) = 600. . . . -4.5 volts 
Mechanical: 
Operating Post'tlionz se x i-e uc а а X а TUR а RE на Any 
Type of Cathode . ......... . . . Coated Unipotent ial 
Maximum Overall Length. . .............. 2-3/16" 
Maximum Seated Length . .............. 1-15/16" 
Length, Base Seat to Bulb Top 

(Excluding tip) . ............. 1-9/16" + 3/32" 
Diametet..- o у зе И Че по ca Qo XP XR а 0.750" to 0.875" 
Dimensional Outline . .......... See General Section 
Bülbz s: се а vede sposta ес атаса m moe deos ее T6-1/2 
Base. . . ...... Smali-Button Noval 9-Pin (ЈЕРЕС Мо.Ғ9-1) 
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Pin 1 -Cathode 
Pin 2 -Grid No.1 
Pin 3 -Cathode 


Pin 7 -Plate 
Pin 8 -Grid No.2 
Pin 9 -Grid No.3 


Pin 4 -Heater Internal 

Pin 5 -Heater Shield 

Pin 6 -No Internal 

Connection 
AMPLIFIER — Class Aj 

Maximum Ratings, Design-Maximum Values: 
PLATE VOLTAGE . а... 330 max. |. volts 
GRID-NO.3 (SUPPRESSOR-GRID) VOLTAGE: 

Positive value. ............. 0 max. volts 
GRID-No.2 (SCREEN-GRID) SUPPLY VOLTAGE. . . 330 max. volts 
GRID-NO.2 VOLTAGE . ..... See Grid-No.2 InputRating Chart 


at front of Receiving Tube Section 
GRID-NO.1 (CONTROL-GRID) VOLTAGE: 
Positive-bias value . . . а... 0 max. volts 
GRID-NO.2 INPUT: 
For grid-No.2 voltages 
up to 165 volts . ........... 0.6 max. watt 
For grid-No.2 voltages 
between 165and 330volts . See Grid-No.2 Input RatingChart 
at front of Receiving Tube Section 
PEATE-DISSTPATION. c ena i eR no xw ous 2.5 max. | watts 


Maximum Circuit values: 


Grid-No.1-Circuit Resistance: 
For fixed-bias operation. . . . . . . a 0.25 max. megohm 
For cathode-bias operatión. . . . . . . . 1 max. megohm 


a The dc component must not exceed 100 volts. 


without external shield. 
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AVERAGE CHARACTERISTICS 


Еҙ:6.3 VOLTS 
GRID No.3 CONNECTED TO CATHODE AT SOCKET. 
GRID-No.2 VOLTS -125 


PLATE VOLTS 


3.8 ТЫ RED MEE ANE те 
PLATE (Тр) OR GRID-No.2 (Ic?) MILLIAMPERES 
9гсм- 195: 
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AVERAGE CHARACTERISTICS 


Е(=6.3 VOLTS 

PLATE VOLTS-125 
GRID No.3 CONNECTED TO CATHODE AT SOCKET. 
GRID-No.2 МОТ +125 


5 


5 


5 
TRANSCONDUCTANCE (grn)— MICROMHOS 


8 
8 


PLATE (Ip) OR GRID-No.2 (IC2) MILLIAMPERES 
З 


4 
GRID-No.| VOLTS 
92CM- II952RI 
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